Cambridge Brass
P.O. Box 249

140 Orion Place
Cambridge, Ontario
Canada NIR SV1
Tel: (519> 621-5520
Fax: (519> 621-8674
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CI:NIJJDT[V[TY SPRING
NOULDED LUBRICATED COMPRESSIIN SEAL
CI:NPRESSII:IN SEAL, LENGTH PREVENTS DISTORTION.

PARTS AND MATERIAL+

. VALVE HODY: CAST HRASS, ALLOY CB9833
. CAP; CAST BRASS, ALLOY CB3I6XJ

. CAP SCREW: STAINLESS STEEL, TYPE 304
. STEM: STAINLESS STEEL, TYPE 303

. 0—RING: NITRILE RUBBER

. ENDPBODY: CAST BRASS, ALLOY CB9B33

. SEATS: TEFLON

. BALL: CAST BRASS, ALLOY C89B33

. CONDUCTQR SFRING: BRASS

- TAILNUT: CAST BRASS, ALLOY CB3600

. GRIPPER: STAINLESS STEEL, TYPE 302

. COMPRESSION SEAL: NMRILE RUBBER

N-CORINANAUOBDINN—

FEATURES:
— MANUFACTURED IN COMPLIANGE WITH AWWA STANDARD <800—0Q5
(ASTM B—584, UNS NO C80833).

CSA CLASSIFIED TO ANSI/NSF STANDARD 61—B.

FLOW CAN BE IN EITHER DIREGTION,

ROTATION STOPS RESISTS 200 FT-LB TORAUE.

HOLE FOR ATTACHING CURB BOX ROD OR HANDLE IS PRGVIDED IN CAP.
BLOWOUT PROOF DESIGN.
300 PSI WORKING PRESSURE

ENCAPSULATED LUGS UNDER CAP PROVIDE 90 DEGREE QPEN TO CLOSE OPERATION.

ORDERING INFORMATION:
FULL 360 RQTATION = ADRD °R" TO END OF CATALOG NO.
HANDLE = ADD "H” TO END OF CATALOG NO.

Combrivige Brosa conslders the inFormatian in thia submttol Form to ke correct ot the tine of puklicatian,

lien and pption avalabilty, Including specificotions, ore subject to change vithout natice

VALVE APPROX.
S|ZE CATALOG NO. | CB COMP. | CB COMP. LENGTH HEIGHT WT. LBS.
3/4" 262NL—H3H3 3/4” 3/4" 4.35" 2.977 3.0

17 262NL—H4H4 1" 17 4.95” 3.15"

1/27 | 262NL—H6HB 1/2" 1 1/27 6.56" 3.84" 10.0

2" 262NL—H7H7 27 2" 6.83" 4.14”7 12.9
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