MODEL NO. 302  
AWWA (CC) x FEMALE IRON PIPE  
CORPORATION MAIN STOP PLUG STYLE

AWWA/CC TAPER THREAD INLET x FEMALE IRON PIPE THREAD OUTLET

SOLID ONE PIECE TEE-HEAD AND PLUG

HEIGHT

"B"

INLET

AWWA/CC TAPER THREAD

OUTLET

FEMALE IRON PIPE THREAD

LENGTH

"A"

PARTS AND MATERIAL:
1. VALVE BODY: CAST BRASS, ALLOY C83600
2. TAPERED PLUG: CAST BRASS, ALLOY C83600
3. STOP NUT: CAST BRASS, ALLOY C83600
4. WASHER: CAST BRASS, ALLOY C83600

FEATURES:
- MANUFACTURED IN COMPLIANCE WITH AWWA STANDARD C800–05
- BODY PROVIDES LARGE, RUGGED WRENCH FLATS FOR PROPER INSTALLATION.
- 100 PSI WORKING PRESSURE.
- FULL 360 DEGREE ROTATION.

Cambridge Brass considers the information in this submittal form to be correct at the time of publication. Item and option availability, including specifications, are subject to change without notice.

<table>
<thead>
<tr>
<th>VALVE SIZE</th>
<th>CATALOG NO.</th>
<th>INLET AWWA (CC)</th>
<th>OUTLET F.I.P.</th>
<th>HEIGHT</th>
<th>LENGTH</th>
<th>&quot;A&quot;</th>
<th>&quot;B&quot;</th>
<th>APPROX. WT. LBS.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/2&quot;</td>
<td>302–A1F1</td>
<td>1/2&quot;</td>
<td>1/2&quot;</td>
<td>2.54&quot;</td>
<td>3.86&quot;</td>
<td>1.82&quot;</td>
<td>1.21&quot;</td>
<td>0.9</td>
</tr>
<tr>
<td>3/4&quot;</td>
<td>302–A3F3</td>
<td>3/4&quot;</td>
<td>3/4&quot;</td>
<td>2.54&quot;</td>
<td>3.69&quot;</td>
<td>2.06&quot;</td>
<td>1.21&quot;</td>
<td>1.4</td>
</tr>
<tr>
<td>1&quot;</td>
<td>302–A4F4</td>
<td>1&quot;</td>
<td>1'</td>
<td>2.75&quot;</td>
<td>4.35&quot;</td>
<td>2.41&quot;</td>
<td>1.30&quot;</td>
<td>2.5</td>
</tr>
</tbody>
</table>

Submitted by: